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Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrenches 1/2” with ratchet OR

Open End  Wrenches , 1/2”

Phillips screwdriver short

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS Lower Shelf Parts List

Item   Part# Description Qty

 1 16426802-QS Wksf 22dx 28l Std Shelf SMS T mold QS   1

 2 29600411 Brkt,SMS Wksf/Shelf Supt Right   1

 3 29600412 Brkt,SMS Wksf/Shelf Supt Left   1

Hardware Kit   QS-HWR509

Item   Part# Description Qty

 A 900080 Washer, 5/16 Flat Black   4

 B 900230 Screw, 1/4-20 x .625 PPH MS Black     4

 C 900068 Washer, 1/4 Flat Black   4

 D 900041 Bolt, 5/16-18 x .750 SQHD Black    4

 E 900115 Nut, 5/16-18 Hex Keps Black   4
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Install 5/16-18 x .75 square head bolts (item D),
5/16 flat washer (item A), and 5/16-18 hex head
keps nuts (item E) to the top support brackets for
the  shelf (items 2 and 3) as shown .

Do not tighten this hardware.

Place the Shelf (item 1) on the top support brackets so that the cut out fits around the upright.  Line up the threaded inserts
in the bottom of the worksurface with the holes in the top supports and secure with the 1/4-20 x .625 phillips head screws
and flat washers.

Make small pencil marks on the uprights
approximately 1 1/4” lower than the desired
working height of the Worksurface and the Shelf.
Install the top support brackets by installing the
square head bolts into the milled slots in the front
nut channels of the upright. Gently slide the top
support brackets to the pencil marks and tighten
the hex head keps nuts to hold them in place. Do
not tighten this hardware to more than 10 foot lbs
of torque. Doing so will cause scoring to the
aluminum of the upright.
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Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrenches 1/2” with ratchet OR

Open End  Wrenches 1/2”

Phillips Screw Driver

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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Install 5/16-18 x .75 square head bolts (item
H), 5/16 flat washer (item C), and 5/16-18
hex head keps nuts (item D) to the CPU UPR
Bracket (item E).

Do not tighten this hardware.

Install two SMS CPU UPR Brackets to the
upright by placing the heads of the square
bolts into a milled cut out in the  either side
of the upright  (see below).   Adjust to the
desired height and tighten the 5/16 nuts to
secure to the upright

Remove the bottom pan
from the CPU Holder
Assembly and set aside.
attach the top portion to the
CPU UPR Brackets with four
1/4-20 x .625 screws.

QS-SMS CPU HOLDER

Installation



5

Return the bottom pan to the
CPU Holder Assembly.  The
are slots and hooks on the
two pieces that fit together
and allow for height
adjustment.

This assembly instruction
shows the CPU Holder
mounted to the front of the
Upright and below the
worksurface.

It can also be mounted to the
rear of the upright to make
room for a Lower Shelf or
other accessories.

Bottom Pan

QS-SMS CPU HOLDER

Installation
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4 - 5 Installation of CPU Holder

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrenches 1/2” with ratchet OR

Open End  Wrenches 1/2”

Phillips Screw Driver

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS-SMS CPU HOLDER

Assembly Drawing and Parts List

QS- SMS FPD Mounting Front Upr MTD Parts List

Item   Part# Description Qty

 1 35111101 CPU Holder Sub-Assy SMS   1

Hardware Kit   QS-HWR522

Item   Part# Description Qty

 A 900230 Screw, 1/4-20 x .625 PPH MS Black   4

 B 900041 Bolt, 5/16-18 x .750 SQHD Black   4

 C 900080 Washer, 5/16 Flat Black     4

 D 900115 Nut, 5/16-18 Hex Keps Black   4

 E 35111201 Brkt,CPU Holder Uprt Mtd SMS     1

QS- SMS FPD Mounting Front Upr MTD Parts List

Item   Part# Description Qty

 1 35111101 CPU Holder Sub-Assy SMS   1

Knob

Adjust up

 and downBottom Pan

Retaining Arm
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Install 5/16-18 x .75 square head bolts (item
H), 5/16 flat washer (item C), and 5/16-18
hex head keps nuts (item D) to the CPU UPR
Bracket (item E).

Do not tighten this hardware.

Install two SMS CPU UPR Brackets to the
upright by placing the heads of the square
bolts into a milled cut out in the  either side
of the upright  (see below).   Adjust to the
desired height and tighten the 5/16 nuts to
secure to the upright

Remove the bottom pan
from the CPU Holder
Assembly and set aside.
attach the top portion to the
CPU UPR Brackets with four
1/4-20 x .625 screws.

QS-SMS CPU HOLDER

Installation
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Return the bottom pan to the
CPU Holder Assembly.  The
are slots and hooks on the
two pieces that fit together
and allow for height
adjustment.

This assembly instruction
shows the CPU Holder
mounted to the front of the
Upright and below the
worksurface.

It can also be mounted to the
rear of the upright to make
room for a Lower Shelf or
other accessories.

Bottom Pan

QS-SMS CPU HOLDER

Installation
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4 Installation QS-SMS Swing Arm Assy

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrench 3/8" and 1/2” with ratchet OR Open End Wrenches 3/8" and 1/2”

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS FPD Swing Arm Assembly

Item   Part# Description Qty

 1 38480001 D4 FPD Pivot Swivel Sub-Assy   1

 2 38451002 D4 Swing Arm Sub-Assy 10.75L   1

 3 30450201 D4 Swing Arm Mtg Plt Sub-Assy #75   1

Hardware Kit   QS-HWR031

Item   Part# Description Qty

 A 900041 Bolt, 5/16-18 x .750 SQHD Black   2

 B 900249 Washer .750 ID 1.125 OD x .093 Plstc     3

 C 900068 Washer, 1/4 Flat Black     2

 D 900125 Nut, 5/16-18 Hex Acorn Zinc     2

 E 900056 Nut, #10-32 Hex Keps Black     4

 F 900070 Washer, #10 Flat Zinc   4

 G 900249 Bracket, FPD Monitor Adpater 100MM   1

Assembly Drawing

QS-SMS FPD SWING ARM ASSEMBLY
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See Fig A above:   Uses Hardware Kit QS-HWR531.
Install 5/16-18 x .75 square head bolts (item A), 1/4
flat washer (item C), and 5/16-18 hex head Acorn
nuts (item D) to the D4 Swing Arm Mtg Plt Assy
(item3).   Do not tighten this hardware.

Install the D4 Swing Arm Mtg Plt Sub-Assy (item 3)
by installing the square head bolts (item A) into the
milled slots in the front nut channels of the upright.
Gently slide the D4 Swing Arm Mtg Plt Sub-Assy to
the desired height and tighten the hex head Acorn
Nuts (item D) to hold them in place.  Do not tighten
this hardware to more than 10 foot lbs of torque.
Doing so will cause scoring to the aluminum of the
upright.

See Fig B above:  If your monitor has a 100MM
mounting hole pattern (about 3.94") attach the
adapter plate (item G) to the pivot (item 9) using
the #10 hex nuts and washers (items X and Y).

Place a plastic washer on the pin of the Swing Arm
(item 10) and the pin of the Pivot (item 1).  Slide the
pin of the Swing Arm (item 2) into the bushing of
the D4 Swing Arm Mtg Plt Sub-Assy (item 3) on the
upright and then slide the pin of the Pivot into the
bushing of the Swing Arm.

Fig. A Fig. B

QS-SMS FPD SWING ARM ASSEMBLY
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4 Installation FPD Front Upr MTD Assy

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrench 3/8" and 1/2” with ratchet OR Open End Wrenches 3/8" and 1/2”

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.

2
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QS-SMS FPD MOUNTING FRONT UPR MTD ASSY

QS- SMS FPD Mounting Front Upr MTD Parts List

Item   Part# Description Qty

 1 38480001 D4 FPD Pivot Swivel Sub-Assy   1

 2 38450301 SMS FPD Monitor Mtg Brkt Sub-Assy Front   1

Hardware Kit   QS-HWR522

Item   Part# Description Qty

 A 965214 Bracket, FPD Monitor Adpater 100MM   1

 B 900041 Bolt, 5/16-18 x .750 SQHD Black     2

 C 900080 Washer, 5/16 Flat Black     2

 D 900125 Nut, 5/16-18 Hex Acorn Zinc     2

 E 900056 Nut, #10-32 Hex Keps Black     4

 F 900070 Washer, #10 Flat Zinc   4

 G 900249 Washer, .750 ID 1.12 OD .093 Thk Plst   1

For 75MM

Mounting

Hole Pattern

(2.95")

For 100MM

Mounting

Hole Pattern

(3.94")

Assembly Drawing
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Install 5/16-18 x .75 square head bolts (item B),
5/16 flat washer (item C), and 5/16-18 hex head
keps nuts (item D) to the monitor bracket(item 2) .

Do not tighten this hardware.

Install the top support brackets by
installing the square head bolts (item
B) into the milled slots in the front nut
channels of the upright. Gently slide
the monitor bracket (item 2) to the
desired height and tighten the hex
head keps nuts to hold them in place.
Do not tighten this hardware to more
than 10 foot lbs of torque. Doing so
will cause scoring to the aluminum of
the upright.

If your monitor has a 100MM
mounting hole pattern (about 3.94")
attach the adapter plate (item A) to
the pivot (item 1) using the #10 hex
nuts and washers (items E and F).

If the mounting hole pattern of your monitor is 75MM (about 2.95") skip the previous step.  Place

the nylon washer over the shaft of the pivot, and fit the shaft into the bronze bushing in the monitor

bracket

NOTE:

Your monitor can be installed to the pivot assembly prior to or after installing the pivot assembly to

the monitor bracket.

QS-SMS FPD MOUNTING FRONT UPR MTD ASSY

Installation



IAC INDUSTRIES

895 BEACON STREET BREA, CA 92821-2926

Phone (713) 990-8997   Fax (714) 990-0557

www.iacindustries.com

ASSEMBLY INSTRUCTIONS

REVISON 112012

QS-SMS SMART MOBILE STATION

SINGLE 6" DRAWER

SINGLE 6" DRAWER



QS-SMS SINGLE 6" DRAWER

Assembly Instructions
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2 Cautionary & Attention Notes

3 Exploded Assembly Drawing

3 QS-SMS Keyboard Tray Parts List

4 Installation of Keyboard Tray

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Phillips screwdriver 8” long

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS SINGLE 12" LOCKER Parts List

Item   Part# Description Qty

 1 14500302-QS DWR SUB-ASSY  6.55X14.95X14.50L QS     1

Hardware Kit   QS-HWR515

Item   Part# Description Qty

 A 900230 Screw, 1/4-20 x .625 PPH MS Black   8

 B 900068 Washer 1/4 Flat Blk    12

 C 900057 Nut 1/4-20 Hex Keps Black     4

 D 14230911 Brkt,Drawer MTG 2.03x15.00L SMS     1

 E 14230921 Brkt,Drawer MTG 2.03x1.50L SMS     2

QS-SMS SINGLE 6" DRAWER

Assembly Drawing
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Attach the front Drawer Hanger (item D) to the
bottom of the worksurface.  There are threaded
inserts in the bottom of the worksurface that will
align with the slots in the hanger.  Attach the
hanger with 1/4-20 phillips head screws (item A)
and washers (item B).

Pull the drawer out and remove it from the drawer
case.  There are black plastic levers on the side of
the drawer slides.  with the darwer slides extended,
lift one lever up while pushing the other down, and
the drawer will pull all the way out of the case.
Attach the rear Drawer Hangers (item E) to the
Drawer Case (item 1) by threading 1/4-20 phillips
screws (item A) with washers (item B) from inside
the locker through the last set of slots at the rear of
theDrawer Case and then into 1/4-20 hex keps nuts
(item C) with washers (item B).

Do not tighten these screws completely as it may
be necessary to  adjust the Rear Hanger Brackets.

QS-SMS SINGLE 6" DRAWER

Installation

LEVER
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While supporting the Drawrer case, attach
it to the front hanger bracket, (previously
installed to the bottom of the
worksurface) with 1/4-20 phillips screws
with washers (items A and B) that are
threaded from inside the locker into hex
keps nuts (item C) and washers (item B)
inside the front Hanger Bracket (item D).

Also, attach the rear drawer hanger
(previously installed to the Drawer case)
to the threaded inserts in the worksurface.
Use 1/4-20 phillips screws and washers
(items A and B).

Make final adjustments and tighten all
fasteners

Return the drawer to the case.

NOTE:
The 6" Drawer may also be installed  to the bottom of the Keyboard Tray Assembly (sold
separately).

To do this, no hanger brackets are required.  The 6" Drawer installs directly to the bottom of the
Keyboard Tray using only the 1/4-20 phillips screws, flat washers, and hex keps nuts  (items A, B,
and C).  Slots in the keyboard tray case align with the slots in the Drawer Case.

QS-SMS SINGLE 6" DRAWER

Installation
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QS-SMS SINGLE 12" LOCKER

ASSEMBLY INSTRUCTIONS

Page #

2 Cautionary & Attention Notes

3 Exploded Assembly Drawing

3 QS-SMS Keyboard Tray Parts List

4 Installation of Keyboard Tray

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Phillips screwdriver 8” long

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS SINGLE 12" LOCKER Parts List

Item   Part# Description Qty

 1 14511104-QS Locker Sub-Assy 12.05x14.95x14.50L LT QS     1

Hardware Kit   QS-HWR515

Item   Part# Description Qty

 A 900230 Screw, 1/4-20 x .625 PPH MS Black   8

 B 900068 Washer 1/4 Flat Blk    12

 C 900057 Nut 1/4-20 Hex Keps Black     4

 D 14230911 Brkt,Drawer MTG 2.03x15.00L SMS     1

 E 14230921 Brkt,Drawer MTG 2.03x1.50L SMS     2

QS-SMS SINGLE 12" LOCKER

Assembly Drawing
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Attach the front Drawer Hanger (item D) to the
bottom of the worksurface.  There are threaded
inserts in the bottom of the worksurface that will
align with the slots in the hanger.  Attach the
hanger with 1/4-20 phillips head screws (item A)
and washers (item B).

Attach the rear Drawer Hangers (item E) to the
Locker Case (item 1) by threading 1/4-20 phillips
screws (item A) with washers (item B) from inside
the locker through the slots at the rear of the locker
case and then into 1/4-20 hex keps nuts (item C)
with washers (item B).

Do not tighten these screws completely as it may
be necessary to  adjust the Rear Hanger Brackets.

QS-SMS SINGLE 12" LOCKER

Installation
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While supporting the Locker case, attach it
to the front hanger bracket, (previously
installed to the bottom of the
worksurface) with 1/4-20 phillips screws
with washers (items A and B) that are
threaded from inside the locker into hex
keps nuts (item C) and washers (item B)
inside the front Hanger Bracket (item D).

Also, attach the rear drawer hanger
(previously installed to the locker case)  to
the threaded inserts in the worksurface.
Use 1/4-20 phillips screws and washers
(items A and B).

Make final adjustments and tighten all
fasteners

NOTE:
The Locker may also be installed  to the bottom of the Keyboard Tray Assembly (sold separately).

To do this, no hanger brackets are required.  The Locker installs directly to the bottom of the
Keyboard Tray using only the 1/4-20 phillips screws, flat washers, and hex keps nuts  (items A, B,
and C).  Slots in the keyboard tray case align with the slots in the Locker Case.

QS-SMS SINGLE 12" LOCKER

Installation
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3 QS-SMS Keyboard Tray Parts List

4 Installation of Keyboard Tray

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Phillips screwdriver 8” long

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS Keyboard Tray Parts List

Item   Part# Description Qty

 1 35600801-QS KBH Tray Sub-Assy 4.91X21.625L SMS QS   1

Hardware Kit   QS-HWR510

Item   Part# Description Qty

 A 900068 Washer, 1/4 Flat Black   4

 B 900230 Screw, 1/4-20 x .625 PPH MS Black     4

QS-SMS KEYBOARD TRAY

Assembly Drawing
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There are threaded inserts in the bottom of the
worksurface that align with the slots in the top of
the keyboard tray case.  Place the case against
the bottom of the worksurface.  Align the slots
and the inserts.  And attach with 1/4-20x .625
PPH Screws and flat washers (Items A and B).

QS-SMS KEYBOARD TRAY

Installation
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QS-SMS KEYBOARD TRAY

ASSEMBLY INSTRUCTIONS

Page #

2 Cautionary & Attention Notes

3 Exploded Assembly Drawing

3 QS-SMS Keyboard Tray Parts List

4 Installation of Keyboard Tray

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Phillips screwdriver 8” long

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS Keyboard Tray Parts List

Item   Part# Description Qty

 1 35600801-QS KBH Tray Sub-Assy 4.91X21.625L SMS QS   1

Hardware Kit   QS-HWR510

Item   Part# Description Qty

 A 900068 Washer, 1/4 Flat Black   4

 B 900230 Screw, 1/4-20 x .625 PPH MS Black     4

QS-SMS KEYBOARD TRAY

Assembly Drawing



4

There are threaded inserts in the bottom of the
worksurface that align with the slots in the top of
the keyboard tray case.  Place the case against
the bottom of the worksurface.  Align the slots
and the inserts.  And attach with 1/4-20x .625
PPH Screws and flat washers (Items A and B).

QS-SMS KEYBOARD TRAY

Installation
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Page #

2 Cautionary & Attention Notes

3 Exploded Assembly Drawing

4 QS-SMS Part Cup  Rail 22L UPR MTD Installation

Cautionary Notes and Warnings:

IAC strongly recommends care must be taken during the lifting and positioning of all workstation components

as they can be heavy and awkward to lift, move and install. Only qualified installation personnel using the

proper Personal Protective Equipment should be allowed to lift any of these components into place. Failure

to use proper lifting techniques and proper Personal Protective Equipment could result in injury individuals,

the workstation and/or surrounding property. IAC Industries is not responsible for any injuries sustained or

damage to the workstation and its contents and/or damage to surrounding property caused during the proper

or improper installation of the workstation.

ATTENTION

:

IAC Industries takes great care in the packing of it's products, however damage can occur during

shipment. Check all packages and parts for any signs of damage. If damage is evident STOP and

contact the carrier that delivered your order. Request a freight claim inspector to document the damage

and begin the freight claim process.

Tools required:

Socket Wrench  1/2” with ratchet OR Open End Wrench 1/2”

Utility knife

Safety glasses and light duty protective gloves

NOTE: Power tools are NOT recommended unless they are equipped with a torque limiting device which can limit the
torque to 10 foot lbs maximum at aluminum attachment points, and 15 foot lbs for all other attachment points.

Unpack your order and separate like parts into separate areas.  Be careful not to damage parts as they

are being moved around and put into position. Also be sure all parts are removed from the packing

materials before these materials are thrown away.

Locate the hardware kits and keep them in a central area.  If the assembly is going to take more than

one day, all individual hardware pieces should be returned to a central location.

Check all parts and hardware kits against the itemized packing list found with the assembly instructions.

If you believe there are parts missing from your order please contact IAC Industries customer service

HOTLINE at 800-989-1422.

If your order has ESD worksurfaces or accessories please review pages 85 and 86 for cautions and

helpful suggestions before you begin assembling the workstations.
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QS- SMS Part Cup Rail 22L UPR MTD

Item   Part# Description Qty

 1 36430901 Part Cup Rail Sub-Assy 22.00L SMS   1

Hardware Kit   QS-HWR529

Item   Part# Description Qty

 A 900041 Bolt, 5/16-18 x .750 SQHD Black   1

 B 900080 Washer, 5/16 Flat Black   1

 C 900115 Nut, 5/16-18 Hex Keps Black    1

Assembly Drawing

QS SMS PART CUP RAIL 22L
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Install the SMS Part Cup Rail by first pre-installing the square head bolt, washer, and nut (items A, B, and C
on page 3) to the bracket welded the the back of the Part Cup Rail as shown above.   Do not tighten the
nut.   Just thread it on a few turns.

Place the square head of the bolt into the front milled slot in the upright, and slide the part cup rail up or
down  to the desired height and tighten the hex head nuts to hold them in place.   Do not tighten this
hardware to more than 10 foot lbs of torque.  Doing so will cause scoring to the aluminum of the upright.

S

QS SMS PART CUP RAIL 22L

Installation


